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Applications:

DORMA C500 Series Grade 2 cylindrical 

locks are especially suited for all medium 

duty applications. Potential applications for 

the C500 Series lever locksets include but 

are not limited to hotels, apartments, 

churches, municipal buildings, retail 

complexes, offices, and warehouses.

Listings and approvals:

•  Certified to meet ANSI/BHMA A156.2 

Series 4000 Grade 2 requirements. 

• U.L. and C.U.L listed for 3-hour 

applications for UL10B and UL10C.

• CSFM approved, California State 

Reference code, 1989 (formerly title 19).

• C500 Series locks meet ANSI 117.1 and 

ADA requirements for barrier-free 

accessibility.

Warranty: One (1) year limited warranty

Exposed trim:

Brass, bronze, or stainless steel. Levers  

are pressure cast zinc, plated to match 

finish symbols

Finishes:

Standard sprayed finishes

• 605 (Bright Brass)

• 606* (Satin Brass)

• 613 (Dark Oxidized Satin Bronze).

• 625* (Bright Chrome) 

• 626 (Satin Chrome)

* Available by special order only.  

Extended lead time required.

C500 grade 2 
Cylindrical locksets



Any questions? We would be happy to advise you. 
Contact us at: 1-800-523-8483
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Door ranges: 

 Lever design fits 1-3/8”–1-13/16”  

(35 mm–46 mm) standard. Extended  

door ranges not available.

Keying:

•  6-pin brass cylinders with two (2)  

nickel silver key

• Keying options available from factory 

include master keying, grandmaster 

keying, and construction keying. 

• 7-pin small format interchangeable core 

(SFIC) cylinders available.

• DORMA’s patented serialized key control 

(SKC) lock cylinders also available in both 

conventional and SFIC cylinder types.

Features:

• All C500 Series locks have (removable) 

through-bolts.

•  C500 locks feature cast auxiliary  

spring cages to support the levers, 

ensuring optimum performance and 

reduced lever droop.

Functions

ANSI DORMA Description

— C501 Dummy Trim

F75 C510 Passage

F111 C525 Exit/Communicating Passage

F77A C530 Patio

F76A C540 Privacy

F82B C550 Entry/Office

F109 C553 Entry

— C555 Apartment

F84 C570 Classroom

F86 C580 Storeroom


